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PREFABRICATED LONGITUDINAL S |
EDGE DRAIN (PER —— SLIOPE 4%

MANUFACTURER'S DESIGN) ]
| //‘I’T SEE NOTE 4

e

VARIES PER MANUFACTURER'S DESIGN
TEE OUTLET CONNECTION DEVICE I

(PER MANUFACTURER'S DESIGN)

MASONRY NAILS
APPROX. 4' C/C WITH
3 X 3 X 4" THICK
POLYETHYLENE WASHER
OR AS RECOMMENDED
BY THE MANUFACTURER

OUTLET PIPE

4" 0 PVC TUBING
15'-0" MAX. SPACING
(CUT PIPE FLUSH WITH
BARRIER FACE)

SECTION A-A
(THROUGH CENTER OF OUTLET PIPE)

EARTH

ISOMETRIC

NOTES

1. THE PREFABRICATED LONGITUDINAL EDGE DRAIN MAY BE USED AS AN ALTERNATE DRAINAGE SYSTEM I[N LIEU OF THE DRAINAGE
SHOWN ON STD. MD 648.03 CONCRETE TRAFFIC BARRIER SINGLE FACE TYPE 3 (BOTTOM OF CUT OR TOE OF FILL).

2. COST OF THE PREFABRICATED LONGITUDINAL EDGE DRAIN IS INCIDENTAL TO THE CONTRACT UNIT PRICE PER LINEAR FOOT
FOR CONCRETE TRAFFIC BARRIER SINGLE FACE TYPE 3.

3. TOLERANCES IN DIMENSIONS SHOWN SHALL BE WITHIN 's".
4. FOR LIMITS OF EXCAVATION REFER TO STD. MD 648.03 NOTE 5.
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